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PRICE

SERIAL NO.

_ Your new Fender Instrument incorporates /i um®

finest workmanship and highest quality components

and is guaranteed to give complete satisfaction. As a Fender owner,
you can be proud and self-assured in the knowledge

that you have the finest instrument that is possible to buy.

Many outstanding playing features and technical developments, well
known to string instrument players throughout the

world, have come from Fender research and are employed

in the design and manufacture of this instrument. As a

result, you are assured of receiving superior quality and lasting beauty.

Further playing satisfaction will be realized through the

years by becoming thoroughly acquainted with its features. We

suggest you carefully read the instruction manual especially

prepared for your Fender Instrument. If at any time you should have

a question concerning its adjustment, componets or other features,

consult this manual or contact your Fender Dealer or Fender Musical Instruments.



A Every rnusmlan w;ll readalv ren:ogmzu the ﬂﬂtﬁﬁtiai af tha

. 'new Fender six'string Bass Guitar, inasmuch as it offers an

. entirely “new sound’’ to every playing group. Tuned one |
" | octave below the standard guztar numemua new mne

(7 Three two: pnsrtmn :,wriches anahte the. playnr tu seieci the
| pickups individually or in any combination. The lower twu~1msiﬁ£m .-
| switch modifies tone of all selected positions. In addntlun,
| atone contral pﬁmimned adjacent to the volume control |
. permits | further tone modifications of any. ae’reched pos;tmn i
' The Fender Bass VI Guitar employs the staﬂdard six-string
|| guitar tuping. Thus, both guitarists and bassists will finﬂftﬁe
| instrument easy to ptay and adapt tn thmr prmnt orehestra- |
. 'Hons and mstrumantatmns ﬁmang other ﬂutstandmg f&aiure'
' of this remarkatile mstmment are the Fender "Mute’ and |
\| “floating tremolo’! action . smooth and with pusrtwe return, i

o/ pitch; a 'trem- iack” pnauents d&tumng of the other &trmgs shuuld _una
break dl.lﬁﬁg a performance. Fender's 4 fast-action neck is comfortable
"and affords rapid playing technigue. In a:fdrtiun it is reinforced wrth a
Bl _adiustahie truss-rad for perfect neck alignment at all times. Comfortabl
1 playing over Iunger penaﬂs of time is achieved with th{‘. “uff sl waista.__,
i de31,gn of the snhd budy whmh p!aaas tha playaf s arm m a natur_ai posi-




String Height Adjustment: The new type
Fender bridge employed on the Bass Guitar utilizes a
bridge channel supported at each end. You will note
this channel “floats” or rocks on the bridge posts. The
purpose of this design feature is to provide smooth
tremolo action, eliminating undue wear of the strings.
To raise the channel at either end, insert the allen
wrench in the bridge post and raise or lower it as desired.
If all of the string heights are to be raised or lowered,
it is better to adjust the entire bridge channel first, then
adjust the individual string height as desired. With the new Fender bridge unit, extremely low playing
action can be achieved facilitating fast playing action and ease of playing.

String Length Adjustment: (See Figure A) An extremely important feature of any guitar is the
ability to achieve accurate string intonation so that chords are in tune throughout the frets. You will note
that each bridge bar is held in place by the longitudinal screws which are used to vary their position (string
length). If a string plays flat at the 12th fret when compared with the harmonic at that fret, turn the
longitudinal screw counterclockwise so as to move the bridge bar toward the neck. If the note at the
12th fret is sharp when compared with the harmonic then the string length is too short and the

bridge bar should be adjusted clockwise. These adjustments will be fractional and should not be
necessary except in unusual circumstances. Check the harmonic and the 12th fret note several times
while making the string length adjustment to be sure the bridge is not moved past the proper position.
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